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DELTA ROTATING
——SOLUTIONS ——

DELTA DA Standard Torque Overload Devices
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Type| Max. Limit torques for overload Bore Dimensions [mm]
RPM [Nm] d2
Width of Bush length
Number of disc springs driving part bo*
b1
Pilot Bore
DA [[1-min]|  single double triple bore | max. | D | Dn |d1D| B |min. max. max* min.|max.| s; |[Lkn| &8 ' mMm | M | Z
00 | 10000 0,5-5 1-10 - 37 10 ‘ 30 30 21 8,5 2 6 - 1,5 10 ‘ 25 | 31 3 ‘ M4 | M4 3
0 8500 * 2-10 4-20 18-30 57 20 ‘ 45 45 35 | 85 2 6 - 6 10 ‘ 25| 33 3 ‘ M4 M4 6
01 | 6600 * 5-35 10-70 60-105 10 22 58 40 40 16 3 8 - 8 13 3 45 4 M5 M4 6
1 5600 * 20-75 40-150 130-200 10 25 68 45 44 17 3 10 9 8 15 3 52 5 M5 M5 6
2 | 4300* 25-140 50-280 250-400 14 55 88 | 58 | 58 19 4 12 10 9 17 3 57 5 Mé | M6 6
3 | 3300* 50-300 100-600 550-800 18 45 M5 75 | 72 21 5 15 12 11 21,5 4 | 68 5 M6 | M8 6
4 | 2700* 90-600 180-1200 | 1100-1600 24 55 140 | 90 | 85 | 23 6 18 15 12 | 245 4 | 78 5 M8 | M8 6
5 | 2200* | 280-800 800-1600 | 1400-2100 28 65 170 | 102 | 98 | 29 8 20 16 16 28 5 92 8 M8 | M8 6
6 1900 | 300-1200 & 600-2400 = 38 80 200 | 120 | 116 | 31 8 23 = 16 31 5 102 8 M8  M20 8
7 1600 600-2200 | 1200-4400 - 45 100 240 | 150 | 144 | 33 8 25 - 16 33 5 113 8 | M10 | M20 | 12
71 1600 600-2200 | 1200-4400 - 45 100 240 | 150 | 144 | 33 18 35 - 26 43 5 113 | 8 | M10 | M20 | 12
8 1300 900-3400 | 1800-6800 - 58 120 285 | 180 | 170 | 35 8 25 - 16 33 5 115 8 | M10 | M20 | 16
1100 | 1800-5300 | 4000-10500 - 64 140 350 | 225 | 237 | 53 12 28 - 21 37 6 [ 162 | 9 | M12 | M20 | 20
10 900 4000-9000 | 9000-23000 - 78 160 415 | 255 | 270 | 60 15 35 - 24 44 6 |18 | 9 | M12 | M20 | 20
—® *limited driving part width with
triple layer of disc springs
With removable pressure ring
Calculation of the maximum centring slide bushing length (b2) DELTA DA PLus

Z=1,5xsq + by (for the sizes 00 and 0)
Z=1,5xsq+bq+0,5mm (for sizes 01 to 10)

Replacement of spare parts
possible from both sides on request




